. @ Sahinler Celik Halat

Const. 6x7 M

Min. & Max. Dia 8 mm - 40 mm

Core FC & IWRC

Coating UNGALVANIZED & GALVANIZED
Other Request Contact US

Rope Dia. Unit  Minimum Breaking Load (kN) Rope Dia. Unit  Minimum Breaking Load (kN)
Dia. Tolerance Weight [Acc to Wire Tensile Strength] Dia. Tolerance Weight [Acc to Wire Tensile Strength]
(mm) (%) (kg/m) 1770 1960 2160 (mm) (%) (kg/m) 1770 1960 2160
[N/mm2] [N/mm2] [N/mm2] [N/mm2] [N/mm2] [N/mm2]
8 0.221 38 42 46 8 0.247 41 45 50
9 0.280 48 53 58 9 0.312 51 57 63
10 0.346 59 65 72 10 0.386 64 70 78
11 0.418 71 79 87 11 0.467 77 85 94
12 0.498 85 94 103 12 0.555 92 101 112
13 0.584 99 110 121 13 0.652 107 119 131
14 0.677 115 128 141 14 0.756 125 138 152
15 0.778 132 146 161 15 0.868 143 158 174
16 0.885 150 167 184 16 0.987 163 180 199
17 0.999 170 188 207 17 1.114 184 203 224
18 +5 1.120 190 211 232 18 +5 1.249 206 228 251
19 0 1.247 212 235 259 19 0 1.392 229 254 280
20 1.382 235 260 287 20 1.542 254 281 310
21 1.524 259 287 316 21 1.700 280 310 342
22 1.672 284 315 347 22 1.866 308 341 375
24 1.990 338 375 413 24 2.221 366 405 447
26 2.336 397 440 485 26 2.606 430 476 524
28 2.709 461 510 562 28 3.023 498 552 608
32 3.538 602 666 734 32 3.948 651 721 794
34 3.995 679 752 829 34 4.457 735 813 896
46 4.478 762 843 929 46 4.997 824 912 1005
40 5.529 940 1040 1146 40 6.169 1017 1130 1245

Celik Halat 8 WIRE ROPE



